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whether the equipment is functioning 
in an approved manner. In addition, 
each unit of equipment for which offi-
cial performance requirements have 
been established shall be tested for ac-
curacy. For the purpose of this para-
graph, diverter-type mechanical sam-
plers used in obtaining 
warehouseman’s samples shall be con-
sidered to be official inspection equip-
ment used under the Act. 

(c) Weighing equipment. Each unit of 
equipment used in the Class X or Class 
Y weighing of grain or in monitoring 
the Class X or Class Y weighing of 
grain, each related grain handling sys-
tem, and each related computer system 
shall be examined to determine wheth-
er it is functioning in an approved 
manner. In addition, each unit of 
equipment for which official perform-
ance requirements have been estab-
lished shall be tested for accuracy. 

(d) Prototype equipment. (1) At request 
of interested party. Upon request of a fi-
nancially interested party and with the 
concurrence of the Administrator, pro-
totype grain inspection or weighing 
equipment may be tested by the Serv-
ice for official use. 

(2) Determination by Service. Upon a 
determination of need, the Service may 
develop, contract for, or purchase and 
test prototype grain inspection or 
weighing equipment for official use. 

§ 800.218 Review of rejection or dis-
approval of equipment. 

Any person desiring to complain of a 
rejection or disapproval of equipment 
by official personnel or of any alleged 
discrepancy in the testing of equip-
ment under the Act by official per-
sonnel or by approved scale testing or-
ganizations may file a complaint with 
the Service. 

§ 800.219 Conditional approval on use 
of equipment. 

(a) Approval. Equipment that is in 
use under the Act on the effective date 
of this section shall be considered con-
ditionally to have been adopted and ap-
proved by the Service. 

(b) Limitation on approval. This condi-
tional approval shall not bar a later re-
jection or disapproval of the equipment 
by the Service upon a determination 
that the equipment (1) should be re-

jected for official use, or (2) is not func-
tioning in an approved manner, or (3) is 
not producing results that are accurate 
within prescribed tolerances, or (4) is 
producing results that are otherwise 
not consistent with the objectives of 
the Act. 
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§ 801.1 Applicability. 

The requirements set forth in this 
part 801 describe certain specifications, 
tolerances, and other technical re-
quirements for official grain inspection 
equipment and related sample handling 
systems used in performing inspection 
services under the Act. 

§ 801.2 Meaning of terms. 

(a) Construction. Words used in the 
singular form in this part shall be con-
sidered to imply the plural and vice 
versa, as appropriate. 

(b) Definitions. The definitions of 
terms listed in the part 800 shall have 
the same meaning when the terms are 
used in this part 801. For the purposes 
of this part, the following terms shall 
have the meanings given for them 
below. 

(1) Avoirdupois weight. A unit of 
weight based on a pound of 16 ounces. 
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